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Installation 
 

■   Desktop Installation 
 

To install the device on the desktop, please follow the steps 

below: 

 
1. Set the device on a flat surface strong enough to support 

the entire weight of the device with all fittings. 

 
2. Remove the adhesive backing papers from the rubber 

feet. 

 

3. Turnover the device and attach the supplied rubber feet 

to the recessed areas on the bottom at each corner of 

the device. 
 

 
 
 

Feet 
 

Bottom of the Device 
 

Notch
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■   Rack Installation 
 

To install the devic e in a rack, follow the instr uctions 

described below: 

 
1. Check the grounding and stability of the rack. 

 
2. Secure the supplied rack-mounting brackets to each side 

of the device with supplied screws. 
 

 
Rackmounting 

Bracket 

Screw 
 

 
 
 
 
 

3. Af ter the brac ket s are at t ac hed to the devic e, use 

suitable screws (not provided) to secure the brackets to 

the rack. 
 
 
 
 
 
 
 

Rack
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Connection 
 

■   Ethernet Port 
 

Connect an Ethernet port of the switch to the computer by 

RJ45 cable as the following figure shown. 
 
 
 
 
 
 
 

RJ45 Cable 

 
 
 
 
 

■   Power On 
 

Plug the female connector of the provided power cord into 

the power socket of the device, and the male connector into 

a power outlet.
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Инсталация 
 

■   Инсталация на бюро 
 

З а д а и н с т а л и р а т е у с т р о й с т в о т о н а б ю р о, м о л я, 

следвайте стъпките, описани по-долу: 

 
1. П о с т а в ет е ус т р о й с т в о т о н а п л о с ка по в ърхно с т, 

достатъчно здрава да издържи тежестта му заедно с 

крепежните елементи. 

 
2. Махнете лепенките от гумените крачета. 

 
3. О б ъ рн е т е у с т р ой с т во т о и з а к р е п е т е г у ме н и т е 

к рач ета к ъм в д лъбн атите м е с та н а дън ото, във 

всеки ъгъл на корпуса на устройството. 
 

 
 
 

Крачета 
 

Дъно на устройството 

 
Вдлъбнатина
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■   Инсталация в шкаф / стелаж 
 

За да инсталирате устройството в съответния шкаф 

или стелаж, следвайте инструкциите, описани по-долу: 

 
1. Проверете заземяването и стабилността на шкафа. 

 
2. Завинтете доставените крепежни елементи / скоби 

н а в с як а с т ран а от ус т р о й с тв ото с до с тав е н ите 

винтове. 
 
 

Скоба за монтаж 
в шкаф 

 
Винтове 

 

 
 
 
 
 

3. След като скобите са закрепени към устройството, 

използвайте подходящи винтове (не са доставени с 

комплекта), за да завинтите скобите към шкафа. 
 
 
 
 
 
 
 

Шкаф
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Свързване 
 

■   Ethernet порт 
 

Свържете Ethernet порта на суича към компютъра чрез 

RJ45 кабел, както е показано на следващата фигура. 
 
 
 
 
 
 
 

RJ45 кабел 

 
 
 
 
 

■   Включване към захранването 
 

Свържете конектора от доставения захранващ кабел 

в съответния извод за захранване на устройството, а 

щепселът - в контакт от електрическата мрежа. 


